
Featuring Integrated Water Jacket for Valve Heating

nvesalesrep.com

MADE
IN USA

 6” Vacuum/Pressure 4-Way Valve

Series
Vacuum System COmponents

Reliable – Efficient – Cost Effective

888-814-9191  |  jeff@nvesalesrep.com



1234

A

B

C

D

NVE National
Vacuum

Equipment, Inc.
2707 Aero Park Drive, Traverse City, MI 49686
Phone: (231) 941-0215 Fax: (231) 941-2354

TOLERANCES UNLESS OTHER WISE SPECIFIED
One place (.X) ±.1
Two places (.XX) ±.01
Three places (.XXX) ±.005
Angles ±1°
Fractional (X/X) ±1/16
All machined surfaces 125 RMS max.
Remove all burrs and sharp edges.
CAD drawing - NO manual changes.
All dimensions in inches unless specified.

This document may contain confidential trade
secret information which is the exclusive

property of National Vacuum Equipment. Any
information on this drawing is not to be

disclosed to anyone not having a "Need to
Know." The information contained herein is to

be used only in accordance with the best
interests of National Vacuum Equipment.
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SHEET SIZE C

VALVE 6" 4-WAY HD HANDLE
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7/16-14 UNC - 2B  .750

•	6” Port opening

•	Compatible with 160 mm flange bolt spacing

• 6” Weld flange available

• Convenient bottom adjustment for valve

• Drop in replacement for most competitor valves

Designed, Manufactured, and Supported in the USA!

2/2012

6” Vacuum/Pressure 4-Way Valve

Part Number 410-006-007
Dimensions: 7.87” W x 7.87” L x 12.03” H
Weight 72 lbs (w/handle)
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Equipment, Inc.
2707 Aero Park Drive, Traverse City, MI 49686
Phone: (231) 941-0215 Fax: (231) 941-2354

TOLERANCES UNLESS OTHER WISE SPECIFIED
One place (.X) ±.1
Two places (.XX) ±.01
Three places (.XXX) ±.005
Angles ±1°
Fractional (X/X) ±1/16
All machined surfaces 125 RMS max.
Remove all burrs and sharp edges.
CAD drawing - NO manual changes.
All dimensions in inches unless specified.

This document may contain confidential trade
secret information which is the exclusive

property of National Vacuum Equipment. Any
information on this drawing is not to be

disclosed to anyone not having a "Need to
Know." The information contained herein is to

be used only in accordance with the best
interests of National Vacuum Equipment.
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SHEET SIZE C
2.78 LBS

WELD FLANGE 4-WAY, 6" HD
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Easy  
maintenance 
grease fittings

Integrated water 
jacket for valve  

heating.
Fitting size 1/4”
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• Integrated water jacket for valve heating

• Easy maintenance grease fittings
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